A new, user-friendly standard in bending machines

SRB 1003
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Expanded processing capacity = Reduced setup time with AS-01: A laser safety device
with a 470mm open height automatic origin point setting designed for maximum

productivity

B Easy-operation by AMNC 3i

Easy Programming

+ 3D operation for intuitive control

- Shape creation via touch input

+ Offline programming with VPSS 4ie BEND*

*Software sold separately

Offline programming
with our bending CAM
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Customizable Settings for Operators

- Switch between FULL and LITE modes
based on operator skill level

+ Multilingual settings
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H Machine installation range

Units: mm

SRB-1003
L:3800 H:2585 W:1805
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B Machine Specifications

Model SRB-1003 H Available Option*

Model name SRB1003

Total width: L mm 3800

Total height: H mm 2585

Depth: W mm 1805

Distance between frames mm 2700

Table height mm 990

Table length mm 3110

Open height (with/without punch holder) mm 350/470

Stroke length mm 200

Tonnage capacity kN 1000

Motor output kW 7.9

Machine weight kg 6300

Approach speed mm/s 150

Bending speed mm/s 10

Return speed mm/s 150

Back gauge measuring length mm 600

Back gauge finger height range mm 30-180

. " Finger Tip / 90mm step / 300mm stopper

Gauging position / St?ep sto?:)per (finger cF:)hange is requiF:'Zd)

Feed rate m/min L: 30, Z: 10 (Y: 60/OP)

Primary power supply cable mm? 14

Power consumption kVA 8.2

Power supply voltage V 400

B AMNC 3i specification

Display method 21.5" wide multi-touch LCD screen

Axes under CNC control 4-axis: D1, D2, L, Z (OP: Y1, Y2, CC)

Input method Angle/Direct/Shape/3D

Mode select Single/Inching (setby program)

Input unit D-axis.: 0.001, L-a)fis: 0.01,
Z-axis: 0.1 (Y-axis: 0.1)

*Specifications, appearance, and equipment are subject to change without notice A
by reason of improvement.

© AMADA CO., LTD. All Rights Reserved.

* Angle sensor: Bi-S
* Auto crowning
* 4-axis back gaugeand more

*Build to order

B Supported languages
German, ltalian,French, Spanish, Dutch,
Swedish, Danish, Norwegian, Finnish,
Polish, Hungarian, Russian, Czech,
Slovenian, Croatian, Romanian,
English(US), English(UK), Portuguese,
Japanese, Korean, Chinese(simplified),
Chinese(traditional), Vietnamese,
Indonesian, Thai

For your safe use, be sure to read the operator's manual
carefully before use.

@ Use of this product requires hazard prevention measures to suit your work.
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